PIPE SIZE DIMENSIONS DRY WEIGHT
(NOM'NAL) lAl an ncn nDn nEu an nGn
IN._ MM | N MM | INN MM | N MM CONNECTION VENT DRAIN IN. MM | LBS  KGS | PART NO.
2 (50) [10.50 / 267[13.75 / 349| 8.50 / 216 2" ANSI CLASS 125 FF | 1/4” NPT 1" NPT N/A 50 / 26.8| 2.TFN
3 (80)| 14 / 356[16.00 / 406 [11.38 / 289 | 3" ANSI CLASS 125 FF | 1/4” NPT |1—1/4" NPT | 3.50 / 89 | 130 / 58.9 | 3.TFN
4 (100) [15.88 / 403[19.38 / 492[14.06 / 357 | 4™ ANSI CLASS 125 FF | 1/4" NPT |1-1/4" NPT |5.00 / 127 | 195 / 88.6 | 4.TFN
5 (125)[18.38 / 467(24.63 / 626[17.00 / 432 | 5" ANSI CLASS 125 FF | 1/4” NPT |1-1/2" NPT | 7.88 / 200 | 370 / 167.8] 5.IFN
"
. NOTES:
E 1. UNITS ARE TO BE DESIGNED, FABRICATED & CODE STAMPED (IF REQUIRED) IN
- VENT ACCORDANCE WITH ASME B & PV CODE, SECTION Vill, DVISION 1
"n” | D IN COMPLIANCE TO CURRENT PUBLISHED ADDENDA.
INLET /_ OUTLET 2. ALL DIMENSIONS ARE IN INCHES [MM].
3. DESIGN DATA:
— DESIGN PRESSURE & TEMPERATURE— 150 PSIG [10.3 BARS] @ 353' F [178.3' C]
125 PSIG [8.62 BARS] @ 450° F [232.2 ‘C]
— | = = | Y MIN. DESIGN METAL TEMP.— —20° F @ 150 PSIG
[-28.9° C @ 10.3 BARS]
HYDROTEST PRESSURE— 300 PSIG [20.7 BARS]
"g” BN —— AP CORROSION ALLOWANCE— 0 INCHES
! TveE T 4. MATERIAL: CAST IRON, SA—278 CLASS 30
EATON 1
.
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